
• Bear�ngless vers�on
• Robust mechan�cal and electr�cal construct�on
• D�fferent�al RS 422 output s�gnals
• Shaft can mount from front or back s�de w�th setscrew
• Th�n des�gn

www.fenac.com.tr

Low he�ght bear�ngless encoder

FNC 35HN Ser�es

Supply Voltage:                  5V DC ±%5

Interface:                            L�ne Dr�ver RS422

Protect�on:                          Overvoltage protect�on

                   Short-c�rcu�t protect�on

Resolut�on (steps/turn):      500 to 2500

Output frequency:              up to 200 kHz

Output S�gnals:                  90° sh�fted A and B,

                                           and �nverted A and B

D�mens�ons:                  35 mm

Shaft D�ameter:             4, 5, 6 mm

Mater�als:                      Hous�ng: Alum�n�um

                                      Cover   : ABS

Techn�cal data - Electr�cal Rat�ngsTechn�cal data - Mechan�cal Rat�ngs

Cable W�r�ng

Pulse D�agram

Mechan�cal D�amens�ons

Encoder Part Number

  FNC 35 HN 5

-

Flange Type

V�ewed from shaft s�de

HN : Bear�ngless opt�cal

Hous�ng
35 : 35 mm

Shaft D�ameter
4, 5, 6  mm

Output Channels
1 : A
2 : AB
3 : ABZ
4 : AB + A’ B’
6 : ABZ + A’ B’ Z’

4 -

-Supply Voltage
5V : 5V �n / out
30V : 5 - 30V �n / out

5V

-PPR Opt�ons
500, 512, 625, 1000, 1024
1250, 2000, 2048, 2500

1000

-
Electr�cal Connect�ons
R1 : 1 meter cable
Connector �s opt�onal
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