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Features

Consumpt�on w/o load ≤30 mA VDC (dc vers.)

L�ght em�ss�on �nfrared LED 940 nm 

Output type

Response t�me

Operat�ng mode

Connect�on

30 ms max.

darkl�ght conf�gurable

Cable length : 2m 5 x 0,22

Techn�cal data - mechan�cal des�gn

D�mens�ons 50 x 50 x 18 mm

Protect�on DIN EN 60529

Mater�als

Operat�ng temperature

Storage temperature

We�ght approx.

IP65

Hous�ng : ABS
Lens : PMMA plast�cs

160 g w�th cable

D�ffuse Sensor

 

-25...+65 °C

-25 °C up to +70 °C

Voltage Supply 10VDC to 30VDC (dc vers.)
30VAC to 260VAC (ac vers.)

D�ffuse prox�m�ty
operat�ng d�stance

5 - 200 cm

Sett�ngs Red LED (output LED)

relay 250V / 3A (ac vers.)
PNP / NPN open Collector

 • Conf�gurable dark or l�ght mode
• PNP/NPN open collector or relay output
• Compact des�gn  

• The operat�ng d�stance can be set to the opt�mal value

FNC D�ffuse Sensor 

≤40 mA VAC (ac vers.)
90°

0°

Cable W�r�ng

DC Vers�on AC Vers�on

Green

Brown

Wh�te

Gray

Yellow

NC Green (Dark) / Gray (L�ght)

NO Gray (Dark) / Green (L�ght)

~ Brown

~ Wh�te

COM Yellow

Mechan�cal D�mens�ons

 18  50 

 5
0 

 12 

 4,70 

 53,75 

 R
8 

Cable
1 : PVC 5 x 0.25 Cable

Connector:

20 : 20mm

DS 200 R 1D20

Sensor Type:
D
R
T  

PVC 5 x 0.25 Cable
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Output Types :

R
N
P

:
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Relay
NPN output

 output

FNC

Part Number


