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FNC TASO 40HBK3 Ser�es

Techn�cal data - Electr�cal Rat�ngsTechn�cal data - Mechan�cal Rat�ngs
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Features

Dimensions:                       40 mm

6, 8, 10 mm

Materials:                           Housing: Aluminium

Weight:                               21 gr

Sha� : Stainless Steel

Opera�ng Temprature    -40 to +85°C

Supply Voltage:                     5V DC ±%5

Interface:                               SSI or BISS 

100...2000 kHz for SSI

Absolute accuracy:               ≤ 60 arcsec

Code :                                     Gray or binary

• SSI or BISS Interface Rotary Encoder
• Opt�cal sens�ng
• Resolut�on up to 21 b�t
• 40 mm d�ameter body
• 10 mm d�ameter hollow shaft

REV 01/21.03.25/T-F

40HBK3

40HBRK3



***Prel�m�nary datasheet. www.fenac.com.tr

 Mechan�cal D�mens�ons

Hollow Shaft Opt�cal Absolute Encoders

FNC TASO 40HBK3 Ser�es

Part Number

Hous�ng

Electr�cal Connect�ons:

R02 : rad�al 20 cm, sh�eld not connected (standart)

B : B�nary G : Gray

TASO  :
TABO  : 

Th�n Absolute SSI Opt�cal
Th�n Absolute B�SS Opt�cal

FNC B5V R0240TASO -

5V : 5V in / out
Supply Voltage and output c�rcu�t :

40 : 40 mm

S2110

S�ngleturn resolut�on
S : S�ngle Turn
up to 21 b�t

6      : flat 6 mm
8      : flat 8 mm
10    : flat 10 mm

HBK3 : Shaft mount�ng Flat
HBRK3 : Shaft mount�ng R�ng
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